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M1000.24A MARINE CRANE

LOAD CHART
M1000.24A1

M1000.24A2 M1000.24A4

M1000.24A5

M1000.24A6

M1000.24A3

12200 Kg
6.8 m

8055 Kg
9.3m

12830 Kg
6.6 m

5770 Kg
11.8 m

8590 Kg
9.1m

13610 Kg
6.4 m

4390 Kg
14.3 m

6260 Kg
11.6 m

9210 Kg
8.9 m

3505 Kg
16.8 m

4840 Kg
14.1m

6800 Kg
11.4m

2925 Kg
19.3 m

3945 Kg
16.6 m

5355 Kg
13.9 m

2530 Kg
21.8 m

3355 Kg
19.1 m

4440 Kg
16.4 m

14505 Kg
6.2 m

9885 Kg
8.7 m

7400 Kg
11.2 m

5915 Kg
13.7 m

15510 Kg
6.0 m

16640 Kg
5.7 m

10640 Kg
8.5 m

11480 Kg
8.2 m

8065 Kg
11.0 m

SPECIFICATIONS
TECHNICAL DATA M1000.24A1 M1000.24A2 M1000.24A3 M1000.24A4 M1000.24A5 M1000.24A6

Gross Lifting 
Moment kNm 942.7 917.1 890.4 864.8 840.4 822.5

Max Hydraulic 
Horizontal 
Outreach 

m 8.7 11.4 14.1 17.0 19.6 22.3

Slewing Angle ° cont cont cont cont cont cont

Max Rotational 
Torque kNm 92.0 92.0 92.0 92.0 92.0 92.0

Max Working 
Oil Pressure bar 300 300 300 300 300 300

Recommended 
Pump Delivery L/min 200 200 200 200 200 200

Mass of 
Standard Crane kg 7315 7915 8490 9010 9490 9925

MOUNTING BASE INSTALL ATION
Quantity of Bolts Required 40
Thread Pitch and Class M27 Class 10.9

STANDARD FE ATURES
•	 Built according to DIN 15018-H1-B3 standards. 
•	 Crane structure is sandblasted and metallized. 
•	 Double coat of primer and two layers of paint. 
•	 Special cylinders with Ni-Cr piston rods for marine environments. 
•	 Female fittings in stainless steel, and male fittings in carbon steel. 
•	 Stainless steel hydraulic installation pipes. 
•	 Hoses with rubber “type A” double coat. 
•	 Wheel-rack slewing system, via cylinders, with bronze bushings. 
•	 Safety valves on the cylinders. 
•	 Hydraulic load limiter. 
•	 Emergency stop button.
OPTIONAL FE ATURES
•	 Hydraulic winch 
•	 Electric, diesel or gasoline HPU 
•	 Remote control 
•	 Auxiliary hydraulic intakes 



DMW MARINE GROUP, LLC  •   610.827.2032  •   1123 ST.  MAT THE WS ROAD, CHESTER SPRINGS,  PA 19425

DIMENSIONS

POSITION DIAGR AM


