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M 145E.20A MARINE CRANE

SPECIFICATIONS     
 
TECHNICAL DATA           M 145E.20A1   M 145E.20A2   M 145E.20A3   M 145E.20A4   M 145E.20A5   

 Maximum Lifting Capacity            kNm          141.0             135.9            131.1           125.7                121.6 

  Maximum Hydraulic Outreach       m               6.37                8.27              10.17           12.07                 13.9 

  Gross Slewing Torque                      kNm            21.6                21.6               21.6              21.6                   21.6 

  Slewing Angle                                         º               cont.               cont.               cont.             cont.                  cont. 

  Maximum Working Pressure          bar              240                 240                 240               240                    240 

  Maximum Oil Flow                            l/min             40                    40                   40                  40                       40 

  Mass of Standard Crane                   Kg             1930              2080              2220            2350                 2465 

 
STANDARD FEATURES  
• Built according EN 13001-2 class HC2-HB4/S2 
• The structure of the crane is grit blasted and metallized 
• Double coat of priming and two layers of painting 
• Special cylinders with Ni-Cr piston rods for marine environments 
• Hose fittings and Pipes of hydraulic installation in stainless steel 
• Hoses with rubber "type A" double coat 
• Crown Wheel-bearing slewing system, actuated by motor reducers 
• Safety valves on the cylinders 
• Hydraulic load limiter and Emergency stop button. 
 
OPTIONAL FEATURES  
• Hydraulic winch                               • Cab 
• Remote control                                • Electric, diesel or gasoline HPU  
• Auxiliary hydraulic intakes 
 

LOAD DIAGRAM

M 145E.20 A1

M 145E.20 A2

3200 Kg 
4.5 m

3010 Kg 
4.6 m

2235 Kg 
6.3 m

2075 Kg 
6.4 m

1575 Kg 
8.2 m
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  Only for use with hook - sea state 0 or harbour condition. For other uses or conditions, contact us.” When operating with winch, loads must be reduced by the weight of installed winch.

M 145E.20 A3
2845 Kg 

4.7 m
1930 Kg 

6.5 m
1435 Kg 

8.3 m
1150 Kg 
10.1 m

M 145E.20 A4

M 145E.20 A5

2675 Kg 
4.4 m

1790 Kg 
6.6 m

1300 Kg 
8.4 m

1015 Kg 
10.2 m

840 Kg 
12.0 m

2550 Kg 
4.9 m

1675 Kg 
6.7 m

1190 Kg 
8.5 m

905 Kg 
10.3 m

730 Kg 
12.1 m

620 Kg 
13.8 m
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